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CONSTRUCTION DETAILS

A. Install 10’ breakaway pedestal pole. pedestrian signal.pushbutton and sign
as shown. Note 1-2“, 30 degree polyvinyl chloride {Schedule 80) bend.

B. Install 24" white thermoplastic pavement marking material (stopline).

C. Install 127 white thermoplastic pavement marking material (crosswalk). GENERAL NOTE:

1. The proposed conduit must be instalied riér

-

to the instdllation of proposed pavemenf rr_wrkings.'

D. Install 6’ x 30’ loop detector encased in /¢’ flexible tubing duadruple type (3-6-3).

E. Install handhole.
F. Install 1" galvanized steel electricai conduit {detector wire sleeve).
G. Install 2” polyvinyl chloride electrical conduit (Schedule 80) (+renched).

H. Install 3" polyvinyl chloride electrical conduit (Schedule 80) (slotted).

BGE
452060

J. Use existing 2" galvanized steel electrical conduit.

K. Use existing 4” galvanized steel electrical conduit.

L. Use existing 4” polyvinyl chloride electrical conduit.

M. Use existing handhole.

N. Use existing base—-mounted cabinet and control ler.

0. Remove existing stopline.

P. Splice proposed {oop wire into existing 2-conductor (aluminum shielded).

Q. Install pedestrian signal heads. pushbutton and sign onto existing steel pole as shown.

R. Existing underground electrical service by BGE to remain.
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